Compliance Safety Audit – 103

	COMPRESSED GAS CYLINDERS
	Safe
	Unsafe
	N/A

	Stored upright and capped as required
	
	
	

	Reverse flow or flash back arrestors on all oxy/acetylene
	
	
	

	Hoses are maintained free of oil and grease
	
	
	

	Hoses are inspected and free of damage
	
	
	

	Regulator gauges attached and in good condition
	
	
	

	Valves turned off when not in use
	
	
	

	Cylinders are properly secured
	
	
	

	Other – Compressed Gas Cylinder
	
	
	

	CONCRETE & MASONRY

	Block/Brick Stacks plumb and/or level
	
	
	

	Impalement protection in place
	
	
	

	Silica dust control in place
	
	
	

	Hoses secured and whip checks in place
	
	
	

	Concrete/masonry walls adequately braced
	
	
	

	Forms properly braced
	
	
	

	Limited access zone properly established
	
	
	

	Mixers are properly guarded
	
	
	

	Post tensioning procedure in place
	
	
	

	Form pins/stakes properly maintained
	
	
	

	Other – Concrete & Masonry
	
	
	

	CONFINED SPACE

	Trained entry team and competent person
	
	
	

	Proper signage/labels
	
	
	

	Space properly classified
	
	
	

	Entry permit utilized and available
	
	
	

	Proper access/egress
	
	
	

	Atmosphere monitored/evaluated
	
	
	

	Ventilation established/adequate
	
	
	

	Emergency rescue procedures/rescue equipment
	
	
	

	Other – Confined Space
	
	
	

	CRANES

	Lift Plan established
	
	
	

	Ground Conditions acceptable
	
	
	

	Anti-Two Block Device
	
	
	

	Boom angle indicator
	
	
	

	Competent trained operator
	
	
	

	Crane supported and level/cribbing
	
	
	

	Inspections completed and manuals available
	
	
	

	Exposure to overhead loads controlled/mitigated
	
	
	

	Means of communication established
	
	
	

	Postings: hand signal and load chart
	
	
	

	Overhead electrical hazards protected/controlled
	
	
	

	Swing radius/counterweights protected/barricaded
	
	
	

	Other – Cranes 
	
	
	

	ELECTRICAL

	Cords protected from damage
	
	
	

	Equipment listed for use
	
	
	

	Cords / equipment free from recognized hazards
	
	
	

	GFCI or double insulated
	
	
	

	LOTO procedures
	
	
	

	Adequate electrical covers
	
	
	

	Adequate clearance from electrical
	
	
	

	Electrical room protected/secured
	
	
	

	Energized parts protected/isolated
	
	
	

	Energized work procedures/PPE
	
	
	

	Temporary lighting adequate
	
	
	

	Signage/labeling in place/adequate
	
	
	

	Inspection of electrical equipment being completed
	
	
	

	Workers are properly trained
	
	
	

	Other – Electrical
	
	
	

	ENVIRONMENTAL / HAZCOM

	Effective dust control
	
	
	

	ILSM
	
	
	

	SWPPP controls
	
	
	

	Infection control
	
	
	

	Spill containment / proper storage
	
	
	

	Asbestos
	
	
	

	Hex chrome
	
	
	

	Lead
	
	
	

	Mold
	
	
	

	Proper labels and warning signs
	
	
	

	Silica
	
	
	

	Carbon monoxide
	
	
	

	Spraying operations
	
	
	

	SDS
	
	
	

	Training
	
	
	

	Other – Environmental / HAZCOM
	
	
	

	EXCAVATIONS

	Competent person present
	
	
	

	Soil classification
	
	
	

	Inspections completed and manuals available
	
	
	

	Egress within 25' at 4' depths or deeper
	
	
	

	Excavations greater than or equal to 20' engineered
	
	
	

	Overhead exposures to employees
	
	
	

	Perimeter barricaded/protected
	
	
	

	Sloped/benched/shored
	
	
	

	Spoil 2' from edge
	
	
	

	Utilities located, marked and protected
	
	
	

	Hazardous atmospheres
	
	
	

	Hazardous conditions
	
	
	

	Undermining
	
	
	

	Employees properly trained 
	
	
	

	Other – Excavations
	
	
	

	FALL PROTECTION

	Competent person present
	
	
	

	Guardrail system in-place/properly installed
	
	
	

	Fall protection inspected
	
	
	

	PFAS used properly
	
	
	

	Fall protection equipment use
	
	
	

	Fall protection equipment condition
	
	
	

	Fall protection at appropriate height
	
	
	

	Proper anchorage points
	
	
	

	Floor/wall openings protected
	
	
	

	Floor hole covers adequate/secure/labeled
	
	
	

	Fall protection plan for site/task
	
	
	

	Controlled decking zone
	
	
	

	Warning lines properly installed/maintained
	
	
	

	Falling objects protection
	
	
	

	Workers properly trained for work at heights
	
	
	

	Other – Fall Protection
	
	
	

	FIRE PREVENTION / PROTECTION

	Number of extinguishers and location
	
	
	

	Extinguisher condition
	
	
	

	Access to extinguishers
	
	
	

	Extinguishers inspected monthly and serviced annually
	
	
	

	Proper signage/labels
	
	
	

	Proper storage of flammables/combustibles
	
	
	

	Type and size of fire extinguisher correct for application
	
	
	

	Other – Fire Prevention / Protection
	
	
	

	FIRST AID / MEDICAL

	First aid kit/BBP/AED available and in good condition
	
	
	

	Eye wash station maintained
	
	
	

	Emergency action plan posted
	
	
	

	Muster/rally point established
	
	
	

	Clinic/hospital info posted
	
	
	

	Trained personnel on-site
	
	
	

	Other – First Aid/Medical
	
	
	

	HAND & POWER TOOLS

	Guards in place
	
	
	

	Laser usage/signage
	
	
	

	Powder actuated tool usage/signage
	
	
	

	Proper tool for the job
	
	
	

	Tool in good condition
	
	
	

	Tools stored appropriately
	
	
	

	Whip checks and positively secured
	
	
	

	Inspection of tools completed
	
	
	

	Body positioning – out of line of fire
	
	
	

	Workers properly trained on use of tools
	
	
	

	Other – Hand & Power Tools
	
	
	

	HEALTH & HYGIENE

	Required number of toilets are provided
	
	
	

	Toilets are serviced / cleaned
	
	
	

	Washing facilities available for workers
	
	
	

	Designated area to eat, not exposed to toxic material
	
	
	

	Eating areas kept clean
	
	
	

	Vermin / Rodent control provided
	
	
	

	Drinking water provided
	
	
	

	Ventilation in work areas
	
	
	

	Containers labeled properly
	
	
	

	Emergency eye wash stations provided
	
	
	

	HEAVY EQUIPMENT

	Back-up alarm/horn functioning
	
	
	

	Training available for workers
	
	
	

	Equipment in good condition
	
	
	

	Pre-start up inspection completed and available
	
	
	

	Operated within capacity
	
	
	

	Proper loading
	
	
	

	Seat belts and ROPS
	
	
	

	Proper parking/shut down
	
	
	

	Operators manual present
	
	
	

	Other – Heavy Equipment
	
	
	

	HOT WORK

	Arc welding screens/flash burn protection
	
	
	

	Cylinders stored and handled properly
	
	
	

	Fire watch
	
	
	

	Hot work permit utilized
	
	
	

	Regulators and gauges working 
	
	
	

	Slag/spark protection
	
	
	

	Torches/hoses/leads in good condition
	
	
	

	Backflash arrestor in place
	
	
	

	Area clear of flammables/combustibles
	
	
	

	Other – Hot Work
	
	
	

	HOUSEKEEPING

	Trash and debris picked up
	
	
	

	Clear walkways/pathways
	
	
	

	Proper access/egress and unobstructed
	
	
	

	Adequate # of trash containers
	
	
	

	Organized storage areas
	
	
	

	Chutes enclosed when over 20 feet
	
	
	

	Rolling stock properly stored
	
	
	

	Proper disposal of hazardous material/universal waste
	
	
	

	Other - Housekeeping
	
	
	

	LADDERS / STAIRS

	Access for break on elevation of >19"
	
	
	

	Access ladders secured
	
	
	

	Clear of debris/material
	
	
	

	Proper set up 
	
	
	

	Inspection for defects
	
	
	

	Proper type of ladder
	
	
	

	Proper use of ladder
	
	
	

	Rails in place and treads filled for stairs/landings
	
	
	

	Labeling on ladders present and legible
	
	
	

	Other – Ladders / Stairs
	
	
	

	MOBILE ELEVATED WORK PLATFORMS (MEWP)

	Employees properly trained
	
	
	

	Fall protection used correctly
	
	
	

	Equipment in good condition
	
	
	

	Inspection completed and available
	
	
	

	Gate/chain secured
	
	
	

	Proper use – in accordance with manufacturer
	
	
	

	Working platform used only
	
	
	

	Surface conditions safe
	
	
	

	Other - MEWPs
	
	
	

	PPE

	Hard hats
	
	
	

	Safety glasses/goggles/eye protection
	
	
	

	High visibility clothing
	
	
	

	Work boots/foot protection
	
	
	

	Face shield
	
	
	

	Proper clothing
	
	
	

	Hand/arm protection
	
	
	

	Hearing protection
	
	
	

	Respirator
	
	
	

	Working over or near water (PFD)
	
	
	

	Other – PPE
	
	
	

	RIGGING & SIGNALING

	Competent/qualified rigger
	
	
	

	Loads properly secured
	
	
	

	Rigging inspected/rated/condition
	
	
	

	Safety latches in place
	
	
	

	Tag lines utilized
	
	
	

	Weight of load verified
	
	
	

	Other – Rigging & Signaling
	
	
	

	SITE PROTECTION / SECURITY

	Adequate lighting
	
	
	

	Perimeter fence
	
	
	

	Emergency vehicle access
	
	
	

	Visitor check-in
	
	
	

	Traffic and pedestrian control
	
	
	

	Public protection
	
	
	

	Proper signage/labels
	
	
	

	Other – Site Protection/Security
	
	
	

	STEEL ERECTION

	Decking requirements are met
	
	
	

	Signals or warnings provided when loads are raised
	
	
	

	Tag lines used to control loads
	
	
	

	Steel erection plan has been developed and implemented
	
	
	

	Bolt buckets used to contain bolts
	
	
	

	Lifelines are installed to facilitate tie-off
	
	
	

	Elevated areas free of loose material / debris
	
	
	

	Access / Egress to work area provided
	
	
	

	SUPPORTED SCAFFOLDING

	< 14" from vertical surface
	
	
	

	Compatible scaffold components
	
	
	

	Competent person present
	
	
	

	Inspection conducted and available for review
	
	
	

	Guardrails/toe boards installed
	
	
	

	Plumb and level
	
	
	

	Proper access/egress
	
	
	

	Proper foundation
	
	
	

	Proper material storage
	
	
	

	Planking
	
	
	

	Base plates
	
	
	

	Bracing/pins in place
	
	
	

	Working surfaces clean/clear 
	
	
	

	Height to base ratio 
	
	
	

	Electrical clearance
	
	
	

	Wheels/casters locked
	
	
	

	Employees properly trained
	
	
	

	Other – Supported Scaffolding
	
	
	

	SUSPENDED SCAFFOLDING / SWING STAGE

	Independent fall protection
	
	
	

	Proper counterweight
	
	
	

	Proper tiebacks
	
	
	

	Unobstructed cable/path
	
	
	

	Rescue plan established
	
	
	

	Inspection prior to use
	
	
	

	Employees properly trained
	
	
	

	Other – Suspended Scaffold/Swing Stage
	
	
	



